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i N6729154
A. Reaction Control Gas Supply System, f'Jrmancuof this generatorwith neat hydrazine, however,

| T.A. Groudle was adequate for the purposes of this preliminary system.
The chamber pressure (17,.)was nominally 90 to 110 psig,

1. Introduction the flow rate (tb) was 0.0041 Ibm/see, and the chamber

Experiments relative to the use of neat hydrazine as temperature (T,.) was 1545°F. These measurements were
a monopropellant fuel to generate gases for an attitude at steady-state conditions (,-,30 see firing time), and were
control system for unmanned space missions (warm gas degraded considerably during pulse mode operation
attitude control system) were discussed in SPS 3%36, (p,. = 50 to 80 psig; T.. = 1000 to 1500°F; tb = 0.003

Vol. IV, p. 50, and SPS 37-37, Vol. IV, p. 159. Now, an lb,,/see). _.
additional series of tests have been performed to define _/,
the problems of large numbers of pulses (i.e., several days "_.._

of intermittent pulsing), and to investigate filter con- The gas generator system was connected to a Ranger- _" _"

tamination from generator by-products, type attitude control thruster system (Fig. 2) thruup,Ja a
9-ja mechanical labyrinth filter of JPL design, and a 2-tL

2. Pulse Mode Test Millipore' mechanical filter. A firing of t} _ combined sys-
tem was performed for 30 continuous pulses, with an

The method used for testing the 0.5 lbf equivalent average pulse length of 30 msec. Two attitude control
thrust gas generator system is shown in Fig. 1. Several system (ACS)thrusters were cycled such that one thruster
firing tests were performed with this configuration to was continuously on, and the other operated at random
establiJh such basic pedormance parameters as chamber intervals. The warm gas system (WGS) mainta/ned a
pressure and cba,nber temperature. The gas generator pressure of 15_ps/g during the test, and mot the demand
was essentiall, uli-the-she]f hardware, and, more impor- of the ACS.
rant]y, it _ origimdly des/gnarl as a thruster using

! hydrazine-hyclrazinenitrate as the propellant. The per- 'MilllporeCorp.,Bedfonl,Massachusetts.
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PT PLENUM TANK PRESSLIRE filters were ags'n examine_. The 5-# filter had trapped

Fig. 1. Warm gas systemschematic severalmetallic andnon-metalicparticlesfrom I to 100_, m
and one 520-# particle. A green residue of crystalline

An examination of the filters was made at the end of structure was also found in the filter; a chemical analysis

this test firing. The 9._ filter was quite dirty with par- in3icated that the green substance was inorganic. Logi-
ticles from 8 # to 250 _, in d;ameter, which appeared to be caily, it was folmed as a result of an electrolytic couple

U of aluminum and stainless steel in the .-')'stem. These
catalyst fines from the gas generator packed bed. The ingredients, in the pr,'senc_ of moisture, ammonia, and

-,,,; 2-/_ .qlter was very clean with only a few 2-_, to 3-_
.... particles, traces of hydraztne, form a good batte:y. The 2-_ MillS-

pore filter was not discolored, and only a few 5-;, par-
The 2-# filter was recleaned; a new 5-# mechanical tides were present. This is interesting because the• filteP was :retailed in place of the 9-;, filter while the MiDipore-typo filter was expected to produce mere of

latter wa_ being cleaned. A WGS firing of 50 puJses the "green" contan_.;nation.
(pulse durationl,,,.l = 100 ms,_) with 3 ACS valves open
was pedmmed. The combined system work,._! very well, The test ,:ms repeated ttsing a clean 2-# filter and a
with the WGS meeting the ACS demand on the plenum Vacco= 5-;, filter in p_ce d the Permanent filter. Pc=t-
tank. Table I detcflbm the recorded performance of the test examination teve_ that the Millipore filter was
WGS par, met_.ers.At the termination of this test. the slightly dirty (4-# to 2-_ !_.-le=) ?_t had no "greetJ"

:Permamm, literCorp.,Compt,m,C.dffom/a. 'Vmt_oValveCo.,El Monte,C,,dffomia.
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Table _. ,_esultsof filter test firing Table 2. Long-durationtest parameters
conditions:pulse mode(includingpulse no. 1}

Measurements

Measurement Vahm T, Gas generator wall temperature

p,,, 87.0 _:,sig(avg.) To Gas temperature

P! 214..5 psig P! Fuel tank pressure

P_ 13.1 to I$.C p$;_ p,,a Generator chamber pressure (downstream)

p,, 129.0 psig (avg.) p,, Generator ¢;,ambor pressure (upstream)

T, 1547*F (avg.) Pi Plenum tank pressure

T_ 960F (avg.); 120OF (max.) Functions (remote operation)

T_ 97°F (avg.); 1040F (max.)
,, ACS thruster valve cycling

Fuel vent valve

contaminatior, "he Wacco filter had both non-metallic Fuea0ineemergencyvouve _
Plenum tank vent valve

an,_metallic pa_dcles l/, to 60/_. No "green" contamina- Generator propeUant valve

tion was present. Stop/start over-rldeswitch

3. Long-DurationTest modified Mariner Mars 1964 fuel tank wa- us(xl with

:It appeared at this time that the contaminants gen- a propellant bladder installed. This tank was not d_,-
crated by the WGS could be filtered out; it would he signed for pressures greater than 400 psig, and required
desirable, therefore, to run the combined warm gas atti- remote replenishment at selected intervals.
rude control system (WGACS) for a cycling test of long

X duration, based on a Voyager condensed mi. ")n profile. The entire system was reassembled and a test firing
was conducted to check the tot._l _ystem and to make aIn preparation h,_ this test, both the WGS and ACS were

disassembkd and inspected. The WG" had an external final evaluation of the 9-_ labyrinth and 2-t_ mechanical
grin deposit on the generator chamber flanqe, and the filters. This firirtg was of 30 _nin total duration at a
bottom of the plenum tank near the outlet had a uniform pulse rate of 600 msec on, and 2.0 s,'c ot_. After this test,

'i coat of I_ose catalyst dust on the surface. The pressure the 2-_ filter was examined and found to have several _m
transducers were removed, and the % in. pressure tube small particles (---3 to %,) and the 9-t_ filter had rift,, to
on the upstream chamber pressure (p,,) was found par- sixty 10- to 30-t_ particles. The particles in both fil'ers
tially plugged. Small orifices throughout the system are were of metallic and a_on-metallic origin. The 9.-_tfilter
particularly vulnerable to obstruction, element also had a colorless stain and app_,ared wet. This

level of filter contamination was iudged acceptable.

Examination of the ACS revealed a deposit on the
! thruster valve seats and pmtle. A chemical analysis indi- The f,rst long-duration mis.:ion _imulation operation on

cated that the deposit was organic. A p.ossib_esour,._ of the WGACS was so conducted that the 21.5 lb. load of
the organic mat,_,rialwas found on th_ WGS: a eircl,_ hydl'azine in the fuel tank was initially p_ssurized to
of black paint applied to the bottom of the genr.rator 400 psig, and permitted to blow down to 200 psig before

_ mounting plate prior to assembly had not been found in repressurization. The system was installed in a protective

r pre-assembly cleaning, barricade, and parameter measurements were brought
out through an ar._'essport. Table 9 lists the parameters

Under operating conditions, a new Eekel_ propellant monitored. These measurements were recorded on strip
| valve was cycled with water to provide an indic_tien of eimrts running at slow speed, and _.Tded 1 min on every

how the valve would withstar.a 4000 o/des of operation. 5 min.
At the end of this test, there were no leaks ill the valve

and it a_p_red to operate properly. The ACS thruster cycles began according to the se-
quence in Table 3. The propellant valve _s armed, and

Because1mrs_d the WGS conceptwas a "blowdown" controlwasgivento the automaticpressureswitch (mad/-
methodof fuel feed, the level of fuel tack presmrizr,rion fled pressuretramducor). The systemopezated
wascalculatedto be approximately1000ps/g.However, for 10 h_' (368 generator pulses) ladare an electro-
because a suitable tank could not be, readily obtained, a nmchan_! relay in the pressure switch amplllkar failed,

earning the gas generator tO remain on, an(:[thus eres:ing
'F_.ekelValveCo..S._r,Fenmm_ Callfomla. an overpressu._ in the plenum ,ink. At this Haze both
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Table 3. ACSthrustersequencechart ignition delay time: was considerably betttr as well:
89 msec vs 150 msec for the smaller unit.

Simulated operation Thruster response

Separationroteremoval, Open3 va!vesfar20raincontinuously The WGACS was reassembled using the larger gas
andsolarreference generator and the modified pressure transducer was re-
acquisition placed with a pressure switch* to control the pressure

Cruise .,ode Oper I valve every 3.3 sec for 60 msec in the plenum tank. A new test plan was dcvised utiliz-
fore days ing the same sequence of ACS operation listed in Table 3,

Commanded turn Open3,oive,forSmln except that the cruise mode durations were reduced to
Cruise made Open I valve tvery 3.3 sec for 60 msec provide a 20-day continuous test.

for 8 days

Commandedturn Open3valve,for5 rain In the third WGACS long-duration test, the system
Cruise OpenI val*eeverya.a secfor6Omsec operated continuously for 8 days without disturbance

forSdays until the burst disk in the plenum tank failed, whereupon
Commandedturn Open3,airesfor5 rain the generator operated until all the fuel was depleted.

Cruise Open1valve.ve_ 3.3,ec for6Omsec The failed burst disk was examined and found to have
for8days been chemically attacked (etched), and, being a thin,

Orbitalinsertlo,m*neuve, Open6 v.l,esf., v6srain aluminum membrane originally (_0.005 in.), the disk had

Cruise Open I valve every 3.3 set for 60 msec weakened to the point of failure. The electrolytic action
forsU,y, that occurred earlier in the filters apparently had ap-

peared again, this time on the disk. The performance
of the WGACS from this test is presented in Table 4.

' safety devices "_in the system were acUvated and the test
was terminated. The WGACS was disassembled and examined. The

filters had a very large quantity of particulate matter in

After repairs to the amplifier circuit and replacement each element, and both had been severely attacked ehem-
of the burst disk, a second long-duration mission sim,la- ieally. Otherwise, the WGS was normal and appeared
tion operaUon was initiated using the same ACS sequence unaffected by the test. The internal surfaces of the ACS
of events. This time, the system operated for 15 hr before thruster manifolds, however, were heavily spotted with
automatic shutoff terminated the test; no obvious me- a light brown stain, and the thruster valve seats and ball
ehanieal failure could be found for this overpressure in plunger were coated with a light brown crystalline resi-
the plenum tank. due. Corrosion was apparent throughout the ACS com-

ponents.

Subsequently, the expected thrust levels in the ACS A post-test firing was made to provide a gas sample
thruster changed, creating a need for a larger gas gen- from the plenum tank. The gas was collected by an
erator to meet the demand. As a result, an off-the-shelf
5.0 lbt equiw.lent thrust gas generator was modified to
incorporate a "shower head" injector for use with the 'Delaytimeis measuredfrompropellantvalve open to p, rise.
Shell 405 catalyst s. This generator was tested independ- 'CustomComponentSwitchesInc.,Burbank,California.

ently and modified until its performance was acceptable Table 4. Results of 8-day test
for this system. It was not, however, optimized for use
as a gas generator (i.e., NHs dissociation was still _50S). _,u_t v.lu.

The plenum tank was rebuilt to permit installation of this I Ir.s pSlU(re,L!
larger generator, and several test-stand firings were made. pr I z_.6pag _sln.I(No,_,_l= Is.0.",::p,_g)
This generator had been originally designed for neat t Is.s p,ig I_,.)
hydrazine, and its steady-state performance was much p, z.spsill/mJnlove.)decay
smoother than the original, smaller unit. The cold-bed p. so .,sisI.v..)

pc. 60 psill (ave.)

'The burst pressureof a burstdiskon the plenumtankwasset at Total_mmstor
30 psig;a pnnmureswitchon the plenumtankwas set to ventthe cycles 1695
fuel tmakwhenpressureexceeded27psig. T, 7S'Flave.)

"ShellDevelopmentCoRD.,Emeryville,California. r. ,....S60"P(Ims.I
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evacuated glass ampul with a remote valve on the end, B. Liquid Propulsion Systems, t. R. Toth and
which was connected to the tee of the plenum tank out- O.F. Keller
let. One second after ignition, th,' remote valve was

1. Introduction, t. e. roth
opened for 2 see and then closed. The ampul was re-
moved and. the gas sample analyzed. The general equa- The Advanced Liquid Propulsion Systems program is
tion for the decomposition of hydrazinc is investigating selected problems generated by spacecraft

operational requirements for propulsion systems capable

3N_.H,--*4 (1 - x) NH, + (1 + 2:,) N...+6xH., of high inherent reliability, long-term storage in the space
environment, multiple start in free fall (zero gravity), and

where x = the mole fraction of NH:, dissociatc_l. Assum- engine throttling. The proposed solutions to these prob-
lems are coordinated for integration into a system.

ing 50_ NH:, dissociation, the following results, expressed

in moL_, would be expected: Beginning with SPS 37-8. Vol. IV, periodic reports de-
scribe the progress of work on the various parts of a

NH:, = 28.6g specific system. Recent advances in material compati-
bility and bladder development include:

N_,= 28.6g
(1) Material compatibility with hydrazine and hydra-

H= = 42.85 zine/hydrazine nitrate mix propellants.

(2) Heat sterilization of ethylene-propyIene elastomeric
The results of the analysis, expressed in mol_, follow: material with hydrazine.

lso- 2. Material Compatibility,t. e.roth
H_ Ar O.., N.. NH, H,_.O C, propyl

alcohol A number of spaoecraft construction materials are sub-
jected to long term compatibility tests in hydrazine

i 37.16 0.32 0.35 37.03 °_,3.62 1.07 0.41 0.04 (N_H,), hydrazine/hydrazine nitrate mix (755 N,,H,,!
,_ 245 N_H._NO.,, 1_ H,O), and nitrogen tetroxide (N204)
T Argon is expected in the analysis because _anargon back- propellants.

fill is used to isolate nitrogen in the analysis of the prod-
ucts. Isopropyl alcohol was present because most of the Each material sample is sealed in a glass ampul; a

lox-cleaned pressure gage is attached to permit termina-WGS components were cleaned with this liquid. It ap-
tion of the test if the internal pressure buildup frompears that a large amount of water formed with some

hydrazine in solution. This would indicate inoflieient decomposition reaches 40 psia. This pledetermined cut-
off point would preclude failure of the glass ampul.operation of the generator during such short pulses. Most

L likely, the water is the result of initially-admitted trace Prior to use, the sealed ampuls arc stored at 110 ± 5°F
amounts of fuel that passed through the catalyst bed in the material compatibility test facility located at the
without reacting; the fuel normally contains from 1 to 25 Edwards Test Station.
water. After several hundred cycles, these trace amounts
eventually accumulated into a sizable quantity. Metal specimens are cylinders 1A-in. in diameter and

3 in. long; they are half-immersed in 20 cm 3of liquid pro-
pellant. The elastomerie specimens are typically thin

4. Conclusion sheets ½ in. wide, 4_ in. long and 0.03 to 0.06 thick; these
: The feasibility of th_ hydrazine plenum warm gas atti- are fully immersed in 40 em '_of propellant.

tude control system was demonstrated by the use of
•, breadboard.type hardware. The test program was ham- All te_ and specimen data have been fully documented

pered by support equipment failures. Several important for comparison with post-test analyses. This includes such
system problem areas were identified, primarily in thz pertinent controlling information as fixture internal geom-
areas of particulate and liquid contamination of the gas, etry and volume, coding, material physical measurements
and materials compatibility. No serious or unsolvable and properties, propellant composition and volume, and
problems were encountered. A careful design, with appro- the cleaning procedures involved during preparation. The
priate provision for filtering the gases, should prove evaluation of results includes analysis for propellant de-
highly successful, composition, metallurgical analysis to determine the
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effects of expesure on the basic material at the liquid in- (2) The status and results for the hydrazine,,hydrazine

terrace, and the s;{{nificance of pitting tl.at results from nitrate mix propellant test are summarized in
material constituel_ts. Permeation rates are measured for Tab!o 6.

elastomeric specimens. C,gmplete informatio, will be
included in a formal repo;t to be released at the conclu- (3) The nitrogen tetroxide propellant Phase I testing ,

sion of this Phase I test program, was concluded on February 1, 1967. A total of
forty-four test capsules and specimens of the over-
all program remained at this point. The completeThe following summarizes the results of tests in [ "og-

ress, and tests that were terminated, but not reported h)t is being subjected to post-test analysis and
previously, evaluation, and wi!l be reported at a later date. It

is noted that throughout this nitrogen tetroxide

(1) The status and results for the hydrazine propellant Phase I testing, there was no indication of an inter-
test are summarized in Table 5. nal pressure build up.

Table 5. Results of compatibility tests wL'h hydrazine

Total Test in
Pressure

Material Sample Days to reach Pressure at number attained, process
No. Description 200 days, of days as of

20 psia 35 psia psia in test psia 3/1/67

Stainless steel 20 19-9 DL 405 1064 12 1154 37

19 430 ! 72 374 22 408 39
22 4,10c 191 313 21 461 39

16 410 171 311 24 367 40

137 310 126 257 26 278 40

136 304L 84 20.5 34 239 40

17 416 .56 103 -- 119 40

_ ' 13.5 304 54 97 -- 110 40
18 420 42 91 -- 108 38.5

134 303 3.5 63 q 86 41

183 A286 40 61 _ 67 40

_luminum 244 356-T6 --" _ 0 692 3.5 Yes

243 356-T6 b _ 2 692 8.5 Yes

184 7178 457 773 9 835 39.5

185 7178 335 626 12 711 41.5

24 6061 -T6 201 421 i 9 506 41.5

i 86 7075-T6 89 275 30 297 42

187 7075-T6 276 453 _ 635 43

i Miscellaneous 94 Platinum foil c 2 1398 16.5 Y*'s

163 Teflon-aluminum laminate 663 1044 6 1198 42

" 1 23 1018 steel 133 210 30 286 39$

90 Gold 78 119 _ 166 40

133 6061-T6 AI (brazed) ._.a _ 2 1317 19.5 Yes

49 6061-T6 AI and 75-A Ti (brazed) 130 288 29 343 39

47 6061-T6 AI and 303 S5 (brazed) 148 169 _ 180 31

249 Vicalloy 43 85 _ 100 47

Lubricants 108 6061-T6 AI with Apiezon-L _" 2 1314 15.5 Yes

105 6061 T6 AI with Rulon 1182 r I 1314 24 Yes

101 6061-T6 AI with Rulon 25 49 _ 77 " 48

107 6 AL-4¥ Ti with Aplezon-L 1096 _x 2 1316 26 Yes
103 6 AL-4V Ti with Rulon 254 361 14 43L 42

106 347 SS with Aplezon.L 126 247 25 273 40

102 347 SS with Rulon 57 95 -- 1_!1 40

a3.5 psla at 677 days. d19 i_lle at 1304 days. x25 $ illslaat 1300 days.

nil l_la at 676 days. _'15_le at 1300 days.

el6 I_la at 1385 days. r23.$ IHIo at 1_!94days.
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Table 5 (contd)

Total Test in

SJmple Days to reach Pressule at number Pressure 'process
Material Description 200 days, attained,

No. 20 psia 35 psla psia of days psia as of
in test 3/1/67

i

Ceramics and '[0 _1 in. ceramic ball (AI_O,) 482 895 9 983 40

lubes '9 _ in ceramic ball (AI:O_) 326 483 17 571 40

51 _ in. ruby ball 182 397 22 449 40

104 Ceramic ball and Rulon 646 1059 2 1134 41.5

146 1/_ in. ceramic boll and moly coat 379 1030 10 1066 39

109 Ceramic ball and Aplezon L 259 410 13 457 40

Butyl elostomers 194 Parker B 496-7 64 118 -- 126 41

173 Parker B 496-7 61 118 -- 126 40..5

195 Parker B 496-7 61 117 -- 126 41.5

197 Parker B 480-7 47 8.5 -- 109 40

198 Parker B 480-7 42 83 -- 98 42.3

196 Parker B 480-7 41 82 -- 98 42

122 Hadbar "_'XB-800-71 38 79 -- 97 39

53 Stillman Sk 634-70 44 73 -- 77 37 -

149 Stillman SR 634-70 27 47 -- 56 40

129 Stillman SR 634-70 2 9 -- 16 50

148 Stillman SR 613-75 17 24 -- 36 58

61 C.H.R. _4131 35 67 -- 72 38

57 C.H.R. -_3609 32 60 -- 68 40

147 Fargo FR 6-60-26 32 61 -- 74 40

125 Fargo FR 6-60-26 _ 1 10 -- 26 48

55 Fargo CR 6-60-27 19 44 -- 49 38

EPR elastomers 155 Parker E 515-8 h ._ 4 ,231 17 Yes

15 Parker E 515-8 i _ __ 89 12

200 Parker E $29-6 367 6_9 12 842 43

201 Parker E 529-6 325 650 12 742 41

199 Parker E 529-6 262 528 15 613 42

162 Stillman SR _:X 9835-75 198 389 20 476 40

IJO Stillman SR EX 9835-75 119 297 24 317 37

164 Stillman SR 722-70 112 165 _ 175 40

165 Stillman SR 722-70 107 161 _ 175 40

168 Stillman SR 722-70 31 53 _ 71 46

63 Stillman $R EX 1004-70 16 26 _ 30 41

1 Thlokol 132/54 $ 8 _ .1 40

pSBRelastomers 58 C.H.R. :#3818 90 200 3.5 309 40

123 C.H.R. :_4610 54 198 35 239 40 1
$9 C.H.R. #3906 85 _ _ 492 16

60 C.H.R. #3954 64 114 _ ]24 40

124 C.H.R. _4762 36 67 _ 97 42

Miscellaneous 157 G.E. RTV-60 (Silicon) 189 296 2 ! 3,59 40 ]

elostomers 62 C.H.R. #4706 (PSR) 21 42 _ 49 39

156 DuPont 5109D.590 (EPTR) 3 7 _ | 42.5

Butyl bonded to 120 Stillman SR 634-70 68 208 33 240 40

6-4 titc_nium 121 Stillman SR 634-70 52 133 _ 180 3!

strips 119 Stillmon SR 634-7v_ 52 | 21 _ 180 40

11 II Stillman SR 634-70 52 121 _ 1$5 40

171 Hadbar XB-800_71 45 74 _ 86 40

170 Hadbor XlklK)O-71 45 74 _ 86 40

169 Hadbor XlkllO0-71 42 67 _ 86 44

bl_.S I_u et 12S0 de_.

I10 mlo ot lift doyt.
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Table 5 (contd)

Total Test in

Sample Days to reach Pressureat number Pressure process
Material Description '- 200 days, attained,

No 20 psia 35 psia psia of days psio as ofin test 3/1/67

• _,'_'.,onded to 203 Parker E-529-6 274 531 15 608 41
:, 4 titanir;" 204 Parker E-529-6 200 377 20 541 43

stH_s lc17 Parke," E-515-8 I 21] .528 19 770 41
175 Stillman SR722-70 93 259 32 322 40
177 Stillman SR 722-70 91 239 33 339 40

176 Stilfman SR 722-70 84 182 38 283 43

174 Hadbar EPR.500-2 50 88 -- 115 42
172 Hadbar EPR500_2 47 I1_ .-- 108 42
173 Hadbar EPR500-2 43 78 -- 97 42

N_H_only 2_,5 Control sample -- blank --J -- 2 692 7

179 Control sample -- blank _ _ 4 800 8,$
138 Control sample_ blank 1188 --J 3 1317 22..5 Yes

206 Control sample-- blank 597 786 $ 854 39.5 Yes
145 Control sample _ blank 532 1101 9 i 208 42

158 Control sample -- blank 590 I 012 6 1137 42
20.5 Control sample -- blank 408 677 9 74! 41

!78 Control sample -- blank 326 566 15 6,42 4 i
! 89 Control sample_ blank 172 337 22 433 4.5

207 Control sample_ bla,k 86 139 _ IbO 40
! 30 Control sample -- blank 66 220 34 277 40

126 Control sample -- blank 44 84 _ 86 40

J7 asia at 676 days.

k8.5 pS|O at 8G3 days.

J22psleat 1303days.

Table 6. Results of compatibility tests with hydrazine/hydrazine nitrate mix
(75% N._H, 24% N2HsNO._,1% H:O)

Total Test in
IDgystO Ir_lch Pressureat Pres_re

Material Sample Description 200 days, number attained, process
No. 20 psla 35 psia psia af days psia as efin test 3/1/67

.. J

Stainlesssteel 143 310 301 686 13 809 40

231 310 250 568 16 666 45
232 310 200 539 20 606 40

142 304L 194 322 20 350 39.5
236 304L 127 251 28 319 43

255 304L 64 149 _ 191 43
233 347 51 130 _ 129 40

234 347 46 10S _ 134 44
95 347 40 104 _ ! 18 40

45 347 26 49 _ 55 40
141 304 264 425 15 541 40
230 304 41 57 _ 10 40

97 304 31 45 _ 48 38

239 304 14 40 -- 42 40
96 303 29 46 _ 49 37

2|7 303 10 16 _ 17 45

2311 303 10 13 _ I1 44 :
41 416 13 18 _ _!9 54
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Table 6 (contd)

Total Test i,1

Sample Days to reach Pressureat number Pressure process
Material Description 200 days, attained,

No. 20 psia 35 ps!a psia of days psia as of
in test 3/1/67 •

Titanium 212 6AI-4V Ti m' -- 4 832 13 Yes
213 6AI-4V Ti with 6061-T6 AI b __ 3 832 9 Yes

214 6AI-4V Ti with 321 SS 194 414 16 594 40

209 6AI-4V-ELI Ti _= -- 3 832 8 Yes
210 6AI-4V-ELI Ti with 6061-T6 AI 4 _ 3 832 8.5 Yes

211 6AI-4V-ELI 11with 321 SS 237 561 21 572 44
215 5A1-2.$ Sn Ti 761 k 5 832 23 Yes

216 5AI-2.5 Sn Ti with 6061-T6 AI 594 i 7 832 31 Yes
217 5AI-2.5 5n Ti with 321 5$ 213 531 19 596 41.5

218 5AI-2.5 5n-ELI Ti --_ -- 2 832 7.5 Yes
219 5AI-2.5 5n-ELI Ti with 6061-T6 AI --f -- 3 832 15 Yes

220 5AI-2.5 Sn-ELITi with 321 SS 215 485 19 586 40

221 6AI-6V-2 Sn Ti (annealed) m -. 3 832 9
222 6AI-6V-2 Sn Ti with 6061-T6 AI h _ 2 832 5 Yes
223 6AI-6V-2 Sn Ti with 321 $5 256 589 17 657 44 Yes

224 6AI-6V-2 Sn Ti (h_at treated) i _ I 832 9 Yes
225 6AI-6V-2 Sn Ti with 6061-T6 AI --J _ 3 832 11 Yes

226 6,AI-6V-2 Sn Ti with 321 55 219 495 19 586 40
46 6AI-4V Ti 91 138 -- 158 41

--_ Aluminum 43 6061 T6 AI _" _ 5 1413 19 Yes

237 6061-T6 AI 734 t 6 779 21 Yes
42 606 i-T6 AI 783 1437 9 1413 35 Yes

238 6061-T6 AI 116 163 _ 191 44

139 6061-T6 AI (brazed) m -- 3 1317 17.5 Yes

100 6061-T6 AI (sprayed with Rulon) 405 843 10 1030 40Miscellaneous 99 6061-T6 AI brazed to 304 SS 20 33 q 34 37

metals 98 6061-T6 AI brazed to 303 SS 14 25 _ 28 40

250 Vicolloy 8 11 _ 12 42
52 % in. ceramic ball, AkO., 91 173 _ 190 38.5
44 Ni_,_ "_an--C 12 20 _ 29 52

50 % it. *._,phire bull 138 340 27.5 383 41

htyl elastomers 65 Fll 6-60-26 (Fargo) 23 267 30 33,:
127 FR6-60-26 (Fargo) 14 34 -- 39 40

i 64 FR6-50-3 68 ! 19 151 45(Fargo) i

131 SR634-70 (Stillman) 12 26 _ 31 43

Fuel mixonl! 151 Control sample_ blank o _ 2 ! 265 7.5 Yes

152 Control sample_ blank i, _ 2 1265 5.5 Yes
153 Control sample _ blank _q _ 2 1265 12.5 Yes

t 154 Control sample _ blank r -- 2 1265 5.5 Yes
239 Control sample _ blank _" -- 4 779 15 Yes
144 Control sample -- blank 766 1255 8 1317 37.5 Yes
241 Control sample_ blank 520 u 11 779 35 Yes

240 Control sample -- blank 408 606 11 668 40

! 120 Control sample_ blank 31 54 _ 86 48

I 132 Control sample _ blank 20 54 _ 86 44

i 818 poloat 028 dish. u5 POloat 8_11deye. "7.5 poloat 12S0days.

b9_ at 121 days. *9 poloet 820 den. PSpokiat 1250days.
"7.5 polo lit 820 days. Jll poialit 83t) deln. q12_ at 1250days.

ill po,o at I1_0deye. s_2 pole at 8_tOde_, ,5.5 polo at I_SOdo_.
"7 poleat ll20days. t30 5 ride at 850 dram. .IS eke at 769 dew.

Irl4.5 _ at 8_10dmnl. eli.8 _ at 14345dlmys, t81 _ at 769
1,9ask;at 1110dr/e. el7 Inle et 1304doye. '*_14poklat 769 doye.

i
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3. BladderDevelopment,o. F.Keller 1800

a. Heat sterilization compatibility of EPR in hydrazine, op 9
A description of the heat sterilization compatibility test ,6o0 -_
set-up, test equipment, and some preliminary heat-
sterilization compatibility d_ta are included in Ref. 1.

t400 -- OP 8

The first, or exploratory, phase of the heat-sterilization
compatibility program now has been completed. Table 7 c
is a revised compilation of heat sterilization test histories. 12oo......
Container no. 1 was removed from the environmental test _.

chamber after Op. 2 (operation 2), container no. 2 after o:w"
D I000

Op. 4, container 3 after Op. 5, container 4 after Op. 6, o_o_

container 5 after Op. 7, and container 6 after Op. 9. The a:"'el

durations of heat soak shown in Table 7 are aeeumula- ,,
rive (i.e., samples removed after a given test operation ,., 80o----

z OP 7

have also been exposed to the heat soak durations listed
Ofor all previous test operations). Table 8 provides a more u

complete compilation of heat-sterilization test data. 60o

Fig. 3 represents the container pressure ranges for 4oo-
Op. 1 through Op. 9. Fig. 4 shows the sensitivity of the oo.6

't pressure generation rate to changes in test temperature, o

Upon completion of Op. 9 and removal of container 6 OP.I oP.4
from the environmental test chamber, the original amount 8 2 • _) c)
of hydrazine placed in container " had been reduced by o

1 0 I 2 3 4 5 S
j a factor of one-half. I'. ;s likely that a relatively large CONTAINER NUMBER

percentage of the missing hydrazine was vented between
Op. 8 and Op. 9 when an attempt was made to "zero" Fig.3. Operatingpressurerangesin
the pressure transducer. Moreover, the relatively small test containers
changes in weight and shore hardness of the patch-test

samples indicate that decomposition of the hydrazine indicated by Fig. 5, which shows changes of hydrazine
rather than degradation of the EPR patch-test samples concentration in the various containers after removal of
account for the greatest loss. Decomposition is further each container from the environmental test chamber.

.! Table 7. Ethylenepropylenopatch-test,amples" At the start of the test, the hydrazine had been c_lor-
'I heat-sterilizationtest histories less. When container 1 was removed from the environ-

mentai test eluanber following 09. 2, the hydrazine was
_,,tl,n H,,t-_,k ,hi,k=, F],,l light brown in color, but still translucent.co.tainer cmtalner dP/dt

Test ef heat- tempera.
eperatlen soak, hr lure, *F pressure, pm0ture, (psi/he)

,, p,_ p,lg The permeability data shown in Table 8/nd/cate in-
op. I 1.3_ 3oo so r2 16.s consistency for patch-test samples removed from con-
op._ 6o 17o 26 31 o.o, tainers 2 and 5. Permeability tests of these samples nowop._ 24 23s 4o sa o_,so
op. ,, rl _s _r _ oJo3 have been re-run. The revised permeability data are indi-
op.s _ 3oo so 142 1oJ cared in a separate column of Table 8.
op.6 _.so 3oo 47 _o_ _._s
Op.7 ll.15 300 &$ _ r._ Patch-test samples removed from container 6 after
o_. s _e,,.so _o 4o _in_ _ Op. 9 were changed very l_ttle in phys/cal appearance, an
o_._ 4s 3oo tint _o4 _.s= indl_on that this material has excellent potential (or

•=.,,.= _ .... m.m. use as an effective hydruine bladder.
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o. ,OP 8
ua 8 =OP9

_: _OP 7
uJ 930

u):°n"6 1 t 0 I 2 3 4 S 6V) / CONTAINER NUMBER

/,I I Fig• 5. Final hydrazine concentration in
• ' I ___LL___ test containers

, 4 ! I . ' //'
i?o"FI 23S F, //

OP 3
_oo 200 300 400

CONTAINER TEMPERATURE, °F

Fig. 4. Temperaturesensitivityof EPR
patch-testsamplesin N=H_

b. Stability of hydmdne. During previous glass vial /
testing with elastomers in hydrazine (Ref. 3), large quan-

Jtities of NH._,nitrogen, and hydrogen were present• The
equation,

3N=H, _ 2NHs + 2N, + 3H= mX.'NO,JET
SPeEAOS TO
FORM THIN

might reasonably appmximte the chemical breakdown FLAT,_._"
of hydrazine. Substituted hydr_nes inch as MMH
(monomethylhydrazine) are more stable than N,H.. _ _¢cAv[

OEF_
IIAelN6EI_.NT

C. Injector Development:. Impinging Sheet Fill. 6. Typical impinging-sheetinJectmrdement

Injeclon, II. W. II/e_nll
mphmm. (t,mt_', 0.005.0.010 in. the) _n_ag sheee. A

• ".-_mb_m _ of ravel lnleetar elaam= ma be built amend
A ,._dllquldlmmmmmdorlk__t_agentld_ tl_ sheet_matlon Ix,oce_ ode o/the_ known u the

agltnstmmlid, cx)nmve_mda_qx'mdstohx'm lmidnglag-sheet elemeat, b dumra ia _ e. In this
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element, fiat sheets of fuel and oxidizer are farmed sepa- Another area of interest concerns the feasibility of scal-

r_tely, then brought tot_cther along an impingement hne. ing up tilt' present designs to higher levels of thrust-per-
Impinging-sheet injectors have been under development element. Both tilt' mixing and the atomization of a pair
at the Jet propulsion Laboratory for some tim('. Early of impinging iets of unlike propellants are severely im-
work by Evans (SPS 37-3:1,Vol. IV, p. 174, and SPS .37-:15, p;_ired as the jet diameters are increased (5PS 3%38,
Vol. IX,", p. 152), prod,e,,d design criteria for single Vol. IV, p. 174), which results in degraded performance.
impinging-sheet elements with the nitrogen tetroxide It must be learned whether unlike impinging sheets are
(N_.O,) hydrazine (N..ll,) propellant combination at a subject to file same critical ],.mitations.
mixture ratio of 1,2. The work was done at the 25-1hi-

thrust-per-element level. These criteria were applied di- To investigate both areas simultaneously, a 100-1bf
rectly to the design of a multiple-element, 2000-1bf-thmst, thru::t unlike impinging-sheet single element was de-
impinging-sheet injector that was operated at the same signed, fabricated, and test-fired with N..O_ N...H,. Auxil-
mixture ratio, tbe same h,vel of thrust-per-element, and iao" attachments permitted controlh'd variation of the

with the same propellant combination. The results dem- eh'ment's external geometry to include the simulation of
onstratc_l that impinging-sheet injectors exhibit a number a fully recessed installation. The effects of several differ-
of distinct advantage:, over the more conventional types, ent external configurations on performance were mea-
Some of these advantages art,: suled, and., way was foun,t to bury, the impinging-sheet

elements within the fact" of an injector without an appre-
(1) Relative insensitivity of i_erfonnance to mam,fac- ciable decrease in performance below trmt obtained when

tt,ring tolerances, elements art' mounted in a fully-external position. How-

(2) Superior performance levels (measured as charac- ever, the c* efficiency level of the 100-1bf-thrnst, sfngle
teristic exhaust velocity c* in tt/sec), element was only about 85_ (in both the external and the

*_ recessed positions). Because the earlier _,2i..lbfelements
(3) Wide throttling capability ,,,sing several different were about 95_ efficient, these results indicated that the

throttling techniques without appreciable degrada- performance of impinging-sheet elements is degraded as

tion in characteristic velocity efficiency, '1,.*. their physical size is increased. A series of experiments

i (4) Extremely smooth and stable combustion, was then conducted in an attempt to understand morefully the nature of this phenomenon. This report will

t Because of these inherent advantages, the impinging- present and discuss the results of this investigation.

sheet injection concept seems particularly well suited for

i a wide variety of other propellant combinations (espe- 2. Apparatus
dally the high-energy, :;paee-storables) over a broad
spectrum of space mission profiles. The principles of The basic 100-1b¢ impinging-sheet injector element is
sheet formation, and the relationships governing the corn- illustrated in Fig. 8. In the geometry of its orifices and
bination of sheets into injection elements are discussed internal deflector surfaces, this injector was a scaled-up
in Rds. 4 and 5, respectively, version of the earlier, 2,5-1bt element. It was designed

i not only for equal fuel and oxidizer pressure drops, but

: To extend this promising new injection technique to also with a momentum ratio of unity, thus fulfilling the
other applications, some addition_ design criteria are optimum mixing requirements ft,r a pair of impinging
required. One area of particular interest is the protec- streams of unlike liquids (l_ef. 6).
tion of impinging-sheet elements during throttled oper-
ation when they are shut off and exposed to the extreme Two identical stainless steel defleetor/ortltce eombina-
convective heat trander env/mnment without cooling by tions were mounted to the face of the injector so that
the normally-present flow of propellants along the de- the spaeirsg between their knife-edges could be varied
flector_. The multiple-element, 2000-1hrthrust injector continuously between zero and 0.1/n. Each orllke had
mentioned previously had elements mounted externally a 0.075-in. diameter, and a 100-d/ameter length to insure
to the injector face; some of these elements were severely fully-developed turbulent flow with its reprodudble by-
eroded when not cooled by propellant flow (Fig. 7). One draulic characteristics. The jet of liquid eme_ag from
possible remedy is to recess the elements within the In- each orifice was introduced tangentially to a coacave
k'ctor f_.ce to reduce convective heat transfer and pro- deflector mdace of 0.58-1n. radfm, where it spread to
vide greater opportunity for conduetiou of heat away form a thin, fiat sheet. After betng turned through mqlles
from shut-oE elements and into the body of the Injector. of 4,5 deg on the _, the sheets lone of fuel, the

JP/. SPACEPROGRAMSSUMMARY 37.44, VOt. IV IM •
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(a) WITH PROPELLANT FLOW (b) WITHOUT PROPELLANT FL;W

Fig. 7. Steel impinging-sheet injector element after throttled firing: (a) cool,_.dby propellant fl_w,
(b) wi'hout propellant flow

i

Fig. 8. Basic impinging-sheet injector
element _:

other of oxidizer) impinged at 90 deg to form a finely Fig. 9. Impinging-sheet element enclosed by
divided spray, unvemed sides

To study the effects of burying this element ,vithin the completely enclosed the sheet formation devices. The

face of an injector, a set of "sides" was made, which, only egress for the propellants was through the narrow
when clamped in place around the basic element (Fig. 9) slit between the two deflectors.

184 JPL SPACE PROGRAMS SUMMARY 37.44, VOL. IV
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When similar impinging-sheet elements art flowed with To determine tile effect on performance of recirculation

inert propellant simulants, a small but not negligil)h, patterns in tilt, vicinity of the impingement region the
amount of backspray emanates from tilt" in_.pingement external stnrfaces of b'dth deflectors were cut back, as

line (Fig. 10). If such a backspray forms with the reac- shown in Fig. 12, a top view. This made the element sinai-

tive propelhmts, some combustion might take place within lar to the 25-1b_ elements (Fig. 7) in external, as well a_
the cavity between the two deflectors. This has caused internal geometr)'.

no problems where the cavity is open to the surrounding

chamber environment, as in tile ('xtenml installations The final configuration (Fig. 13, which also slaows the

shown in Fig. 8, but with the cavity completely cnch;sed cutback extcrmd deflector surfaces of Fig. 12) included
as in Fig. 9, any gases produced 1)y a reactive l)acksl)ray an insert that considerably reduced the volume of the
could exit only through the slot between the deflectors.

If this action interfered with the proper impingement of
• ¢the propellant sheets, less efficient combustion could re- . , o

suit. Accordingly, a second set of sides was fabricated, _J

identical to the first except for vent passages designed _..-'- ._
to offer the least resistance to the escape of any back-
spray combustion products formed. These sides are shown
in Fig. 11.

/ ,
I" _

'" I ;" 0

:- ._"_.'*:."'-_ deflector sides cut back
.............._ ..... "_, _'_'" ,

Fig. 10. Edge v,ew of impinging liquid sheets ,_,_,_.
showlnI backspray

i i

............................ ii,

FIg. 11. ImpinginI-sheet element enclosed Fig. 13. ImpinginI-sheot eloment with sides removed
with vented sides to show Insert between deflectors

JPL SPACE PROGRAMS SUMMARY 37-44, VOL. IV 115
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II- - - _ "'-: geometry. In addition, the injector configuration shown in

__ Fig. 12 was fired into a bafl]ed chamber during a series of

._f,, _ ---' ,,,;. stream-separation experiments discussed later in this re-
- port. The baffled chamber was described in detail in

""=_i--- SPS 37-31, Vol. IV, p. 192. It was similar to the chamber
;_ of Table 9, except for its greater characteristic chamber

_¢_ length L* of 50 in., and the baffle and side
spray ap-

-J , paratus ctlstomarily used in stream-separation firings.

hi,

"* , " . 3. Results and Discussion

Fig. 14. Impinging-sheet element with Eight short-duration firings of 1 to 3 see each were

unvented sides conducted to assess the effects of external element geom-

etry on the performance of the 100-1bf impinging-sheet

cavity between the deflectors without interfering with the injector. The propellants were N_O_/N.,H_ at a nominal

sheet-formation process. The element containing this in- mixture ratio of 1.25, and chamber pressures that ranged

sert was enclosed with a set of unvented sides (Fig. 14). between approximately 100 and 120 psia. The results are
summarized in Table 10. Chamber pressures were mea-

All of the injector configurations described above were sured at the entrance to (he convergent section of the
fired in an uncooled, steel thrust chamber under ambient nozzle and corrected to stagnation values. The spacing

e'nditions 13.5 ps!a. Table 9 summarizes the chamber between the two deflectors was constant at 0.05 in., ex-

• cept in Tests 6 and 7, where it was intentionally varied,
Table 9. Summary of the 100-1br thrust Characteristic velocity efficiency (r/,,), expressed in per-

chamber geometry cent, was chosen as the comparative index of performance
level, and is the ratio of the measured value of c* to that

Measurement Value theoretically attainable with full shifting equilibrium

Cylindricallength" 4.4in. flOW at the experimentally measured values of chamber
Diameter 2.0in. pressure and mixture ratio. No corrections were made to
Thr**tarea 0.545ein.= the measured values of c* because the results were to be
Characteristiclength" 28.6 in.
Expansion area ratio 2.134 used primarily for comparative purposes.
Convergencehalf angle 40 deg

Divergencehalfangle 15deg The results are presented in graphical form in Figs. 15

"Withiniectorondatc,_sorlesinstalled, through 18. Where the basic injector configuration of

Table 10. The effects of external element geometry on performance of 100-1bf impinging-sheet injector

Character-
TestNo. Injector configuration Deflector Chamber Total flow rate Mixture isflc velocity Efficiency

spacing, in. pressure lv_,l, Ib,,/sec ratio Irl (T/c.), %(pet, psta (c'), fl/sec

I Basicexternal installation (Fig. 8) 0.05 115 0.407 1.25 5090 87,7

2 Elementenclosed with unrented sides 0.0.5 98 0.430 1.25 4010 69.5

(Fig. 9)

3 Same as test no. 2 0.0S 99 0.422 1.22 4130 71.2

4 Element enclosed with vented sides 0.05 I 13 0.416 1.27 4780 82.5

(Fig.1I)

5 External surfaces of deflectors cut beck, O.OS i 18 0.416 1.24 5000 06.4

no sides (Fig. 12)

6 Same as test no. S 0.075 114 0.416 1.24 41)30 03.4

7 Same as teat no. S 0'10 116 0.414 1.24 4920 84.9

II Elementenclosedwith unrented sidesand 0.10 99 0.422 1.23 4130 71.3

Insert between defle.,:tors(Fig. 14)
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J ,.BASIC EXTERNAL
CONFIGURATION
(FIG. 8) ........................................

ELEMENT ENCLOSED '
WITH UNVENTED SIDES
(FIG 9) .....................

ELEMENT ENCLOSED [ I
WITH VENTED SIDES I
(FIG. II) ..................... I

0 I0 20 :50 40 50 60 70 80 90 I00

CHARACTERISTIC VELO:,ITY EFFICIENCY _T/C*). %

Fig. 15. Theeffectof sideventingon performanceof impinging-sheetinjector(0.0S-in. deflectorspacing)

I ........I I
BASIC EXTERNAL ICONFIGURATION(FIG.8) , ..

DEFLECTORSCUT BACK,
NO SIDES (FIG. 12) .................. _ ........................

o ,o 20 so 40 so so 70 so so iDa

CHARACTERISTIC VELOCITY EFFICIENCY (f/Cw), %

Fig.16. Theeffectof external deflectorgeometryon performanceof impinging-sheetInjector
(0.05-in. deflector spacing)

Fig. 8, which represents the typical external installation, t_e deflectors, _c, was restored to nearly its original value.
was enclosed by sides (Fig. 9) simulating fully-recessed I_'oattempt was made to optimize the area or the contours
mounting, its performance index (_/=,) dropped from of the vent passages in this brief program, but it seems
87.75 to only 69.5S (Fig. 15). Yet when those sides were n*asonable that su/tably-designed vents with fully bur/ed
provided with vent passages, each with a class-sectional el,,.:m_ntswould give the same performance as vents with
area that was large relative to the area of the dot between completely expo_d elements.
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ELEMENT ENCLOSED , I " .l I'--
WITH UNVENTED SIDES
AND WITHOUT INSERT
(FIG 9) .... _ _-

I
!

ELEMENT ENCLOSED ............ 1.
WITH UNVENTED SIDES |
AND INSERT BETWEEN i

0 I0 20 50 40 50 60 70 80 90 I00

CHARACTERISTIC VELOCIT'_' EFFICIENCY (_/Ce), %

Fig.17. Theeffectof internalcavity volumeon performanceof impinging-skeetiniector
(O.05-in.deflectorspacing)

90 but may be the result of sheet disruption by gases from a
reactive backspray discussed earlier.

!_ To facilitate machining, the deflectors of impinging-
ed _ sheet injectors are made usually with full internal radii,

__ as shown in Fig. 8, although only a small portion of the
_,_-_)- _ resulting internal surface is actually used for sheet forma-
_ e4 -_ tion. This geometry results in a relatively large cavity'_E

between the deflectors. The solid insert (Fig. 13) reduced
_u e_I the volume of this cavity by about 75_, leaving only suf-

ficient clearance for sheet formation, yet a buried, un-
so vented element with this reduced cavity volume (Fig. 14)

o,o_ o.or5 o._ gave the same performance as a buried, unvented ele-
SPACINGBETWEEN DEFLECTORS,in.

ment with the full internal volume (Fig. 17). This would
{ Fig. 18. Theeffect of deflectorspacingon performance suggest that whatever performance degradation exists
t of impinging-skeetinjectorlike configurationof Fig. 121 with buried, unvented elements is not greatly influenced

i by the internal cavity
volume.

Fig. 16 indicates no change in performance with the
external surfaces of the deflectors in Fig. 3 cut back The effect of deflector spacing on performance is shown
to give the configuration of Fig. 7. If gas recireulation in Fig. 18; at least over the range of spacings investi-
patterns had been present in the vicinity of the deflector gated, closer spacing results in higher performance. This
knife-edges, they would have been debilitated by the is in _greement with the earlier 25-1bf, single element
geometery of Fig. 3 and enhanced by that of Fig. 7. results reported in SPS 37-34, Vol. IV, p. 174, and in
Because the performance of both configurations is nearly SPS 37-35, Vol. IV, p. 159.. It is substantiated also by

,_ identical, gas reeirculation is either absent or does not recent cold flow studies at JPL, the subject of a future
play a significant role in the operation of the impinging- SPS article, which have shown that deflector spacing
sheet injection element. Furthermore, the data in Fig. 16 exerts a major influence on the mixing efficiency of unlike-

_ indicate that a properly-vented element buried flush with impinging sheets. Closer spacings result in higher values
the face of an injector should perform as well as one of of the propellant distribution index (T/H),measured in
the same scale that has cutback deflectors and is mounted percent. Of course, lower performance might be expected
externally. The degradation in performance of buried ele- from extremely close spacings that interfere with the

*_ ments without vents is not fully understood at this time, sheets themselves. This apparently did not take place in
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firings at the 0.05-in. spacing because performance baflqe, and turbulence rings were mounted in the chain-
steadily decreased as the spacing increased to 0.I in. ber, downstream of the spray nozzles. The objective of

the experiment was to measure the difference in per-
Some of the hardware modifications investigated were formance when the sprays from the side nozzles (one

capable of delivering about the same performance as the spraying fuel and the other oxidizer) were reversed.
baseline design, which was the externally-mounted ele-
ment. However, none of these modifications to the basic

concept resulted in improved performance, and, with this The concept involved follows: if the propellants flow-
100-1b_impinging-sheet injector, it seems that 85 or 88_ ing From the main injector are repelled from each otherto form a fuel-rich zone on the fuel orifice side of the
is an effective upper limit to the c* efflciencies attainable chamber, and an oxidizer-rich zone on the oxidizer side,
in chambers with characteristic lengths of about _,_o in.

If this is true, the performance of impinging-sheet injec- the baffle should prevent secondary mixing because ofturbulence ancl di,'_usion. Thus. one channel should con-
tors decreases as their physical size increases, behavior tain an oxidizer-rich flow, and the other a fuel-rich flow

that is similar to that of conventional impinging-jet of gases. Spraying oxidizer into fuel-rich gases and fuel
injectors, into the oxidizer-rich gases (termed "unlike" propellants),

shou" !ncrease performance, while spraying fuel into
For most propellant combinations, regardless of the fuel-rich gases and oxidizer into oxidizer-rich gases

type of injector used, these primary processes must take (termed "like" propellants), should reduce performance.
place to ensure efficient combustion: (1) propellant mix- If the streams from the main injector do not blow apart,
ing, (2) atomization and vaporization, and (3) chemical and a nearly uniform mixture-ratio distribution exists in

.. reaction. Normally, chemical reaction rates are quite the chamber, performance should remain relatively un-
': raFid compared to the rates of mixing and aton;ization, changed when the propellant sprays are reversed. If the

so that one or both of the two physical processes usually streams penetrate each other, the fuel-rich and oxidizer-
controls the overall combustion rate. For impinging-jet rich channels will be reversed, and the performance
injectors, which are generically similar to impinging-sheet changes should indicate this condition, as well.

_ injectors, propellant mixing is impaired as the diameters
;, of the impinging streams are increased. The now classical

experiments of Johnson (Ref. 7) and Stanford (SPS 37-31, The apparatus and procedures were identical to those
_ Vol. IV and SPS 37-36, Vol. IV_ showed that impinging used by Stanford (SPS 37-31, Vol. IV), except for the

jets of hypergolic, highly-reactive propellants such as injector, which was the present impinging-sheet model.
N20,/N.,H, tend to "olow apart" before complete mixing Several series of firings were conducted in which pro-
in the liquid-phase because of rapid chemical reactions pellants were iniected through the main injector as well
at the impingement interface. Although these stream as the side-spray nozzles along the chamber walls. In

sepmation effects are negligible with jets of small diam- some tests, like propellants were injected at the sides,
_ ter (,-0.02 in.), they become noticeable at intermediate while in other tests unlike propellants were injected. In

diameters (_0.065 in.), and seriously degrade pedor- each of these series, the side flows were varied from about
_: mance with large (,--,0.25 in.) diameter jets. 10 to nearly 30'1 by weight of the total flow rate, while
._ the flow through the main element was held constant.

To determine whether the impaired propellant mixing To measure the datum pedormance level, the engine was
_ that resulted from combustion effects limited the per- fired at the design flow rate with no side injection.

formanee of the 100-1bf,impinging-sheet element, a series

of nine baffled chamber firings was made. The injector The results are summarized in Table 11. Performance
configuration shown in Fig. 12 was fired in a chamber was calculated on the basis of the total i_owrate tbt of
with a characteristic length of 50 in., and the chamber was propellants (from both the main element and the side

_ divided into two longitudinal channels by a baffle plate, streams) injected into the chamber. The comments and
The baffle was oriented to lle in a plane perpendicular qualifications made with respect to Table 10 apply to

_ to the plane in wh/ch the injector orifices lay. The top of Table II as well.
the baffle was situated a short distance from the injector
plate to avoid interference with the impingement process,

and the bottom of the baffle was a short distance up- The results of these tests are shown In Fig. 19. For put-
stream of the throat. Two hall-cone spray nozzles were poses of comparison, the data OFStmdord (SPS 37.31,
located in the chamber wall, one on each side of the Vol. IV) for a 100-lbt unlike/mp/nging-|et/nject_ Bred
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Table 11. Degreeof streamseparation of unlikeimpingingsheetsin
lO0-1brinjectorfired in baffled-chamber

Oxidizer flew, Fuel flow, Character-
Test Kind ef Ib,./soc Ibm/sec Total flow Side flow, Overall Chamber Istic Efficiencyrote % by mixture pressure
No. side spray Main Side Main Side (_r), Ib,,/sec weight ratio Ir) (pc), psia velocity (_c.), % •|c'l, ft/;ecelement spray eleh.'lent spray

1 Like 0.161 0.075 0.133 0._ _ ' 0.418 29.7 1.30 108 43S0 75.5

2 Like 0.160 0.036 0.133 (. J35 0.369 19.2 1.17 97 4440 76.5

3 Like O.! 58 0.017 O.131 0.022 0.328 11.9 I. I $ 9,5 4980 85.7

4 None 0.165 0.0 0.131 0.0 0.296 0.0 I. 26 90 5140 89.0

S Unlike 0.158 0.017 0.131 0.018 0.323 10.7 1.17 100 5240 90.2

6 Unlike 0.160 0.033 0.134 0.021 0.346 15.6 1.25 i04 51I0 88.3

7 Unlike 0.160 0.035 0.133 0.023 0.351 19.6 1.24 106 5040 87.0

8 Unlike 0.158 0.038 0.130 0.032 0.358 19.6 1.21 109 5130 88.5

9 Unlike O.164 0.067 O.135 0 _-,i7 0.4 i 3 27.7 1.27 121 4940 85.4

,oz most, a very slight degree of stream separation. This per-
LIKE PROPELLANTS UNLIKEPROPELLANTS formance level is slightly higher than that attained in the

unbaffled chamber, probably the result of the greater L*
_, =_ (50 in.) of the baffled chamber. Increasing the percentage

_ of side flow, either like or unlike, lowered the petter-
94 100-1bfIMPINGING-SHEET manee, probably by the amount of heat absorbed by the

• _ OEFLECTORS uncombined propellant. Thus, for all practical purposes,.
, _. the impinging sheets neither blew apart nor penetrated

:I _ each other. Bather, the), mixed well and produced a
_- s6 nearly uniform mixture ratio distribution in the chamber.

i This behavior may be contrasted to that of the imping-

ing jets, where performance increased by over twelve
percentage points at maximum unlike sidespray, indicat-7e

i SMPSNOSNG- ing severe blowing apart of the main element's unlike
_N0vc'roR(_TA propellant streams. It would seem, then, that while rapidZ< OF STANFORD,

u sPs 3z-31.vOL.yv. interracial chemical reactions at the impingement surface
p 19z) interface considerably with the e_cient mixing of a pair

7o of round jets at the lO0-1bt thrust level, their effects can

j 40 2o o 2o 40 be virtually eliminated by transforming those streams intoSlOEFLOW,%BYWEIGHT thin, flat sheets prior to impingement.
Fig. 19. Variationof c* efficiencywith sideflow in

baffled chamberexperimentsusingtwo
Because propellant mixing effects probably are not the

100-1be single-elementinjectors
_, cause of performance degradation as the physical size of

impinging-sheet elements is increased, the atomization
in the same apparatus' are included. The maximum per- process is logically suspect. Most modern combustion
formance (tic, _90S)with impinging sheets was realized models recognize the influence o_ propdhnt drop size
at only about _ unlike side flow, which indicates, at on vaporization, and therefore on combustion. Some years

ago, Ingebo (Bef. 8) studied the atomization of like ira.
"Stanfordabo malted an earlyveaio, d the knp_.sbeet _,,iee- pinging jets of heptane in _ir streams. He published an
tot,but _ both Rs geometry and its spacing between cle_sc, ton eq.t_tiOD N_lat_g the vo_ me/Hi d,-oplet diameter(0.?2 ,'..) It bore l_ttlere_m_ to _t _ acaord-
_F/, _ _omw_m pmbeblyamaotbe madeIxeweeaits (D., minuted in mlarom), to the jet dimet_ (D_, me_-
pedonnsnce andthat of the psmeatinjector, sured in In.), jet veloc/ty (V h meagurod e/thet, in kn./llec
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or ft/sec), and to the difference between the airstream D:,, and (D/Vj)'_ in cold flow drop-size experiments with
and jet velocities (,.xV).That equation may be simplified to like impinging jets of water and other liquids, and be-

tween '7,.*and (Dj/V_) '4-in test firings where atomization

-- fDj¥_ controlled the combustion process. The data for unlike
D,,,- \-QTJ] (I) impinging streams do not correlate quite as well, but do ,

show the same general trend. In brief, then, the degree
of atomization in the spray produced by a pair of imping-

by assuming AV = 0. This relationship indicates that ing jets decreases as the diameter of the jets increases,
the degree of atomization that results from the self- assuming a constant injection velocity. It would not be
impingement of a pair of round jets decreases as the surprising to find similar effects because of physical size
jet diameter increases, or as the injection velocity de- in the atomization of impinging sheets. This, and the
creases. Although Eq. (1) applies strictly to the like im- demonstrated absence of mixing effects would suggest
pingement of heptane jets only, several attempts have that impinging-sheet injection elements are atomization-

been made to extend it to the unlike impingement of jets limited at higher levels of thrust-per-element. In general,
of other liquids. A detailed discussion of this subject is the controlling parameter may prove to be the stream
clearly beyond the scope of this report. It is sutficient to cross-sectional area rather than the diameter, which is
say that good correlations have been obtained between meaningful only for round jets.
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